
Focus on the customer 
When designing and developing our products, the focus is always on our customers needs and requirements. 
Needless to say, we did the same when we designed K.T.S 3-point Grader Blade. For this reason, K.T.S blades 
are available in two different versions for everyone’s needs. Our customers, too, have pointed out to us that the 
blade must be possible to reverse from the cab, and that the wheels must be bigger. 
 

hydraulic cylinder 1: The blade can swing to the left and right, and can be reversed from the cab. 
An excellent alternative for those who want to clear snow and level dirt roads. 

 

hydraulic cylinder 2: The blade can swing to the left and right, and can be reversed with the help of 
hydraulic cylinder no. 2, it is pushed out to the left and right of the tractor, a most useful 
function for anyone who wants to clear snow banks from the roadside, see pictures 95-97. 

 

As usual, we encourage all users on the lookout for alternative solutions or new approaches, or with any suggest-
ions for improvement, to contact us. 
 

Now, it is you, the customer, who has to make the final choice. We look forward to seeing you as yet another satis-
fied customer and owner of K.T.S Attachment. 

K.T.S Grader Blade Pro 2.44 - 2.74 - 3.05 m for 3-point 

Robust frame and 3-point attachment, also handles professional operation. 

The wear plates are, of course, split in two and manufactured by Olofsfors® in Nordmaling for best quality, 
and have 500 Brinell hardness for best durability. We deliver serrated wear plates as standard, but flat ones 
are available too.  

The wear plates are also reversible for greater economy. K.T.S 3-point Grader Blade with 2 hydraulic cylinders 

Strong support wheels - 6.00-9/6-layer with many storage setting options. 

The part of the blade exposed to most strain is the slewing bearing. That is why we have double strength at 
this point: 
 

A. Through 60 mm steel shaft with lubricable bushings centring the blade 
in relation to the central frame. 
 

B. A very oversized slewing bearing  absorbing tension and stress  
between the blade and the central frame. 
 

All hydraulic cylinders are equipped with link bearings and 40 mm pins. 
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All K.T.S 3-Point Grader Blades can be reversed from the driver’s seat. 
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A snow wing, which increases the working width, and very sturdy support wheels that are continuously ad-
justable by means of rigging screws are standard equipment, and of course are included in the price. If you 
buy the blade without the equipment, you get a reduced price. Gas accumulators and pressure relief valves to 
protect the blade from unnatural loads are available as extra equipment. 
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Pictures 6 - 8 illustrate how the K.T.S 3-point Grader Blade with two hydraulic cylinders can help you clear 
snow from the roads and level out gravel on the road from the edge of the ditch. 

Please visit our website www.kts.se and watch the videos showing the blade in action, or try one of the QR 
codes below! 

 
 
 
 
 
 
 
 

The K.T.S 3-point Grader Blade with two hydraulic cylinders can be pushed to the right of the tractor to clear 
snow banks from the roadside. 

The movement is so large (see specification) that the tractor can head straight while only the boom of the blade needs to be 
operated using the hydraulic cylinder, in order to get past obstacles. It makes your work both easier and faster. 

Thanks to the design with large steering angles, the transport width is reduced. This not only increases road safety but also 
your safety as a driver driving on busy roads. This also means that it is possible to go through narrow obstacles with a blad e 
that has a large working width, which streamlines your work later, where space is available.  

The bolted snow wing, which is standard on all models, increases the height of the blade and facilitates a wider reach.  

K.T.S 3-point Grader Blade with 2 hydraulic cylinders and a working width of 2.74 m. 

K.T.S Grader Blade 
 3.05 m 2 hydraulic 
cylinders 

K.T.S Grader Blade 
2.74 m 1 hydraulic 
cylinder 
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A smooth plate, although 
thick, has very poor 
torsional resistance. For 
greater torsional 
resistance, the entire 
blade is made of double 
plate, which increases 
the torsional resistance 
and durability many 
times over. The double 
plate with internal 
“roof trusses” forms a 
box design that makes 
the K.T.S 3-point Grader 
Blade a true professional 
blade. 

K.T.S has designed the 3-point grader 
blade to enable operation on the left as 
well as on right side of the tractor, 
thereby increasing the usability of the 
blade. This only applies if the blade is 
equipped with two hydraulic cylinders. 

When your K.T.S 3-point 
Grader Blade is in transport 
position, it is not wider than the 
tractor. This improves 
accessibility and road safety. 
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K.T.S 3-point Grader Blade with 1 hydraulic cylinder 
Blade reach and steering angles with the blade maximum turned to the right and left 

Right Left 

A 

C 

50
° 

A 

50° 

D 

E 

Model A mm D mm E mm 

1H305 3,050 2,340 1,308 

1H274 2,745 2,105 1,175 

1H244 2,440 1,875 1,055 

All measurements without snow wing 

Right and left are al-
ways when you are 

behind the attachment, 
looking in the direction 
of travel of the tractor. 

 

Model A mm B mm C mm 

1H305 3,050 1,952 1,135 

1H274 2,745 1,755 1,020 

1H244 2,440 1,560 925 

All measurements without snow wing 

K.T.S 3-point Grader Blade with 2 hydraulic cylinders 
Blade reach and steering angles with the blade maximum turned to the right and left 

Model A mm B mm 

2H305 3,050 2,270 

2H274 2,745 2,127 

2H244 2,440 1,984 

All measurements without snow wing 
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Model A mm C mm 

2H305 3,050 2,310 

2H274 2,745 2,260 

2H244 2,440 2,010 

All measurements without snow wing 

Please visit our website www.kts.se! There you will find videos on our 
3-point Grader Blade. 



Specifications for K.T.S 3-point Grader Blade Pro for 3-point hitch 

Number of cylinders 1 pcs 2 pcs 

Working width, m without snow wing 2.44 2.74 3.05 2.44 2.74 3.05 

Working width, m with  snow wing 2.97 3.27 3.58 2.97 3.27 3.58 

Blade height, m 0.70  

Snow wing dimensions 0.85 m high, makes the upper part of the blade 0.53 m wider 

Weight, kg 694 710 726 719 735 751 

Bolted bracket for 3-point hitch Category 2 hydraulic arms 28 mm - Top link 25 mm 

Wheel size standard 6.00-9/6-layer, included in price  

Dimension of through-going steel shaft centring 
the blade in relation to the central frame 

60 mm 

Hydraulic turning on blade Yes  

Hydraulic turning on boom No  Yes 

Blade reversible from the driver's seat Yes, standard  

Operation of K.T.S blades, standard; number 
of hydraulic outlets needed 

1 double-acting 2 double-acting 

Electrical valves to reduce the number of hyd-
raulic outlets 

- 
6/2 valve; 1 double-acting outlet required instead of 2 

(extra equipment) 

Wear plate thickness x width, mm 12 x 200 serrated standard  

Wear plate hardness Olofsfors® 500 Brinell 

Serrated wear plates Yes, standard; reduced price for flat wear plates 

Mounting of hard rubber instead of Olofsfors®  
 wear plates 

Extra equipment 

Side wing Yes, included in price  

Gas accumulators to absorb heavy impact in 
the hydraulic system in the event of collision 
with high obstacles 

1 for the slewing, extra equipment 
2 pcs: 1 for the slewing and 1 for the boom,extra 

equipment 

Pressure relief valve(s) on the hydraulic cylinders 1 for the slewing, extra equipment 1 for the slewing and 1 for the boom, extra equipment 

Hydraulic hoses and couplings Standard delivery: 3/8” hydraulic hoses and 4 male AQ standard hydraulic couplings 1/2” The length of the 
hoses for connection is approximately 1.0 m in front of the 3-point attachment 

The blade is the same on both models. 

On older tractors, it is common for the tractor to be equipped only with one double acting hydraulic outlet. 
K.T.S has developed a supplementary kit, which through a solenoid valve with a switch inside the cab can 
change from one to two double-acting outlets. 

K.T.S Solenoid valve for two double-acting outlets 

A Solenoid valve 
B Original: one double-acting on the tractor 
C Double-acting hydraulic outlet no. 1 

D Double-acting hydraulic outlet no. 2 
E Electrical cable for control 

12 

B 

A 

D 

E 

C 

12 


