
K.T.S Sand Spreader with rollers for effective and safe slip control 

Focus on the customer 
When designing and developing our products, the focus is always on our customers needs and requirements. 
Needless to say, we have done the same when designing K.T.S Sand Spreader. 
 

That's why our sand spreaders come in four different sizes. 
 

1. 2.4 m working width and a volume of 1,560 litres, suitable for those who clear snow and ice over long 
distances as well as for wide roads where refilling stations are far away from each other. 

 

2. 2.0 m working width and a volume of 1,300 litres, suitable for those who clear snow and ice over long 
distances and are far from refilling stations. 

 

3. 2.0 m working width and a volume of 800 litres, large working width but less volume, makes the spreader 
lighter and very suitable for those who do not drive such long distances or are not so far away from refilling stations.  

 

4. 1.3 m working width and a volume of 400 litres. Designed for smaller loaders and tractors. 
Thanks to K.T.S’s replaceable brackets, the spreader is just as suitable for the 3-point hitch as for the front-
end loader. 

Read below what our concept was we were designing K.T.S Sand Spreader in order to get a spreader with uniform 
spreading pattern and very high quality. 

The K.T.S Sand Spreader spreads sand, wood chips and salt for efficient anti-skid treatment, evenly distributed, 
wherever needed. 

The spreader is also suitable for sanding green areas and laying out chips on jogging trails and in riding schools.  
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Thanks to the large diameter of the output roller with studs (see A), rubber plate pressed against the output 
roller and adjusted using lever B as well as continuous speed of the output roller, the driver has full control 
over the amount of material being distributed for a very efficient anti-slip treatment under different conditions. 

 Agitator shaft C crushes clods and prevents bridges in the material. 

 Also check out the heavy-duty lubricable SKF bearings. This is one of the reasons why our K.T.S Sand 
Spreader is suitable for professional use. 

 To empty the spreader, open the quantity regulation lever B to maximum position, run the spreader and the 
material will be emptied very quickly. 

 Well-protected bearings (D) located on the outside of mixing and output roller. 

 B. Adjustment of the rubber plate for the output roller. A. Agitator shaft. C. Output roller. 

 The design is very open to allow for easy cleaning. 

K.T.S Sand Spreader is self-loading by tilting the spreader, as illustrated, by means of the hydraulic cylinder 
when the spreader is 3-point mounted or using the tilt function of the loader. The sand spreader is loaded by 
reversing/driving the tractor into the sand pile. 
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Thanks to the K.T.S system with bolted brackets, the K.T.S Sand Spreader is very flexible being ideal for 
rear mounting on the 3-point hitch, in the front lift, in the front-end loader of the tractor (as illustrated), on lo-
aders and on telescopic handlers. 

K.T.S bolted brackets make a very flexible system. Today we have more than 30 different types of brackets. 
Loosen 8 M16 bolts and simply mount the new bracket! This is much easier, cheaper and safer than cutting off 
the old bracket and welding a new one. 
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A. The hydraulic cylinder tilts the spreader during loading when mounted on the tractor's 3-point hitch. 
Hydraulic cylinder and 3-point bracket are standard equipment. Reduced price when the spreader is 
mounted on the front-end loader. 

 

B. 3-point hitch - K.T.S has a very wide range of different brackets for front-end loaders, loaders,  
telescopic handlers and skid-steer loaders 

 

C. Valve for continuous adjustment of output quantity. 
 

D. The transmission is, of course, chain-driven, simple and reliable with rotating movements, 
Hydraulic motor drive where the drive shaft in the motor is stored in needle and roller bearings for 
long service life. 

 

E. Agitator shaft. 
 

F. Output roller. 
 

The agitator shaft distributes and tears off the material over the entire working width and crushes the clods. The 
speed of the output roller/agitator shaft is continuously adjusted using knob C. The agitator shaft has several 
supports in the middle, depending on size. It can handle heavy material without bending. 

5 



The K.T.S Sand Spreader is blast cleaned, primed and top coated for best protection. 

It is very useful to have a sand spreader that can be mounted both to the front and to the back of a tractor, as 
well as on a loader/mini-loader. Just replace the bolted brackets. 

Check out the strong, tightly fitting cover A that prevents salt and water from entering the transmission. 

The agitator shaft at the bottom of the spreader has two or three support points depending on the working 
width, see B, in order to better handle the frozen parts in the material. 

A heavy duty grid is standard equipment on the 2.4 m spreader. The grid effectively removes frost parts, the-
reby protecting the sand spreader. 

6 

7 

8 

A 

6 

B 

8 

B 

7 



As extra equipment, there is a cover for the K.T.S Sand Spreader to protect against rain and when spreading 
salt, for example. 

To load the spreader, roll the cover up by loosening a few straps. 

Specifications for K.T.S Sand Spreader 
Models 2.4 / 1 560 2.0 / 1,300 2.0 / 800 1.3 / 400 

Working width/spreading width 2.4 m 2.0 m 1.3 m 

Total width 2.5 m 2.14 m 1.44 m 

Height 1.15 m 0.94 m 0.84 m 0.65 m 
Opening of the bucket 1.08 m 1.17 m 0.90 m 0.85 m 

Volume without reinforcement 1,560 litre 1,300 litre 800 litre 400 litre 

Hydraulic motor type Annulus motor (Orbit) low-speed high torque motor with drive shaft supported in needle and roller bearings. 

Recommended flow Between 10 and 100 l/min 

Recommended hydraulic pressure 150 - 215 bar 
Number of hydraulic outlets needed to 
manoeuvre the Spreader 

Mounted in 3-point hitch: 2 double-actingMounted on front-end loader: 1 double-acting  

Lubricable ball bearings Yes, standard 

Grid at the bottom of the spreader Yes, standard Extra equipment 

What is included in the price? 3-point hitch with hydraulic cylinder; price reduction for loader hitch; continuous quantity control; 
hoses for connection; 2+2 oil couplings 1/2” AQ  

Self-loading when the spreader is 
mounted on the tractor’s 3-point hitch 

Yes, standard 

Recommended tractor size 80 - 200 HP58 - 147 
kW 

70 - 200 HP51 - 147 kW 45 - 120 HP33 - 88 kW 30 - 75 HP22 - 55 kW 

Cover Extra equipment  

Lights Extra equipment  

Colour Red standard, other colours at additional price  

Bracket type Very large range of bolted brackets  
Weight complete incl. hydraulic cylin-
der 

576 kg 480 kg 460 kg 368 kg 

Weight of hydraulic cylinder 26 kg 
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Video - K.T.S Sand Spreader 2.0 m/1,300 litres 



K.T.S Sand Spreader with disc spreading 

Professional machines and attachments make the work easy and fun 

Anti-skid measures are often taken in severe conditions, when it is cold, dark and perhaps in the middle of the 
night. Thus, it is very important to have high-capacity attachments and equipment you can rely on. 

With the K.T.S Sand Spreader with disc spreading, this has been taken into account. 

The spreader width can be adjusted continuously from 2 m to 10 m. Imagine how effective it is to spread 10 m 
on a parking lot instead of just 2 m. 

And how effective it would be to close one side when passing by a parked car! 

When you are done with the parking lot and are driving further to a footbridge, you can easily reset the spreader to 
a 2 m working width. 

You drive 3 m from an edge to the right or left side. You can easily reset the spreader from the driver’s seat so that 
it spreads 3 m on one side and 5 m on the other side. 

The spreader is standard equipped with a 3-point bracket (for tractors) and two cylinders for loading. You can easily 
change to more than 30 different brackets for tractors, loaders, telescopic handler and skid -steer machines.  

With more than 30 years on the market and thousands of attachments sold, K.T.S's bolted brackets are well tried 
and tested. 

There is no electricity or sensitive data chip on our Disc Spreader. The reason being that such equipment does not 
go well with sand, salt and water. 

It is easy to load when the spreader is fitted in the 3-point hitch. Fold down the spreader using the hydraulic cylin-
ders and push back into the material. 

You can spread salt and grit (crushed rock) with the K.T.S Disc Spreader. The working width becomes somewhat 
smaller with salt depending on the granulation. 

The K.T.S Disc Spreader is the best choice when your work requires different spreading widths, for instance, in 
parking lots and on roads. 

K.T.S Disc Spreader operates at full working width of 10 m. 
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The feeder screw and the disc have continuous and separate (independent of each other) speed control. 

To save sanding material, there is a hydraulic slide gate, which allows you to close the spreader, so to save 
material, for example, when the tractor stops in front of a traffic light. 

Detachable legs to take out the loaded spreader from the tractor. 

The spreading disc and discharge parts such as the bolted wings and the hydraulic slide gate are made of stain-
less steel. 

There is no electricity or sensitive data chips on the K.T.S Disc Spreader. The reason being that such an 
equipment does not go well with sand, salt and water Sooner or later, it results in corrosion, which in turn leads 
to loose contact. 

It is very easy to mount the K.T.S Disc Spreader in the 3-point hitch, and then as standard with double cylin-
ders for safer function. 

As extra equipment, the K.T.S Disc Spreader can be equipped with more than 30 different brackets, lights, 3-
point bracket, cover etc. 

Very strong joints for felling the spreader when loading takes place and the spreader is mounted on the 3 -point hitch. 

Hydraulic cylinder that continuously adjusts the spreading pattern to the right or left. 
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Here, you can see the 
bolted brackets for 
K.T.S universal 
brackets. 

With more than 30 
years on the market 
and thousands of atta-
chments sold, K.T.S's 
bolted brackets are 
well tried and tested. 
See the arrows in the 
picture! 
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Different dimensions for the K.T.S Sand Spreader with disc spreading, dimensions in mm 

1,665 

2,100 
1,356 

The K.T.S Sand Spreader is blast cleaned, pri-
med and top coated for best protection. It is also 
very smooth on the inside with great angles of 
repose. 

The feeder screw consists of paddles, instead of 
a full screw. This ensures that the frozen gravel 
is crushed during feeding and production stops 
are avoided. 

Hydraulic system on K.T.S Sand Spreader with disc spreading 
 

The hydraulic system is divided into 3 functions: 1. Traction of the feeder screw and spreading disc. One function is relevant 
for both hydraulic motors. It is fed through a valve block with two independent valves, where one can regulate the working 
width and the quantity of material. Grading 0-10 or 0-100%. 2. Tipping of the spreader during loading. 3. Spreading pattern 
feature. 
 

Tractor without adjustable pressure: 1. Start the double-acting outlet. 2. Adjust the quantity and width on valve 1. 3. For 
switching on or off, start/stop the double-acting outlet. 

On newer tractors with adjustable hydraulic flow on the tractor, the valves can be completely opened and the driver can control the pressure from 
inside the driver’s cab.  
 

Setting: 1. Set the flow on the tractor to 50%  2. Set the desired quantity and spreading pattern on the spreader. Adjust the pressure from the 
tractor, 0 - 100% depending on the conditions. 

Specifications for Sand Spreader with disc spreading 
Working width/spreading width 2.0 to 10 m 
Opening of the bucket 1,125 mm 
Volume without reinforcement 1,500 litre 
Hydraulic motor type Annulus motor (Orbit) low-speed high torque motor with drive shaft supported in 

needle and roller bearings. 
Recommended flow Between 10 and 100 l/min 
Recommended hydraulic pressure 150 - 215 bar 
Number of hydraulic outlets needed to manoeuvre the 
Spreader 

Mounted in 3-point hitch: 2 double-actingMounted on front-end loader: 1 double-
acting  

Lubricable ball bearings Yes, standard 
Grid at the bottom of the spreader Yes, extra equipment 
What is included in the price? 3-point bracket with 2 cylindersPrice reduction for spreaders equipped with loader, front 

loader and telescopic handler bracket 
Recommended tractor size 80 - 200 HP / 58 - 147 kW 
Cover Extra equipment  
Lights Extra equipment  
Colour Red RAL 3020 standard, other colours at additional price  
Bracket type Very large range of bolted brackets  
Self-loading when the spreader is mounted on the 
tractor’s 3-point hitch 

Yes 

Support foot Yes, standard 
Weight complete without the 3-point bracket incl. the hyd-
raulic cylinder 

796 kg 

1,125 
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