
K.T.S Stone Fork 

A stone fork must withstand extreme stress when 
working in the field. Therefore K.T.S has chosen to 
use Swedish special steel in both front horns and 
stone container. Ovako (formerly Fundia) in 
Smedjebacken, Sweden is our supplier of special 
steel SP 600 with a tensile yield limit of as much as 
600 N/mm2 , cf. standard steel which has a limit of 
355 N/mm2. This means that K.T.S Stone Forks 
are 2.5 times stronger than standard stone forks - 
good to know when your fork is exposed to harsh 
conditions. 

Since the front edge of the fork is subjected to ex-
treme strain it is reinforced with a tie-bar on the 
underside. The tie-bar keeps the round bars together 
very well so that the horns remain straight. 

The brackets for the stone fork are bolted and repla-
ceable. Replaceable loader brackets make things 
easier and cheaper the day you get a new tractor. 
Then you simply have to buy other brackets and bolt 
them there. Each bracket is fixed by 4 M16 bolts, a 
total of 8 bolts on one fork. It is oversized so that we 
can be sure it will last. K.T.S Stone Fork 2.0 m 

Quality assured Swedish steel always comes 
witha warranty 

Once the stone is loaded in the fork with the front horns it is easy to shake out the dirt. The buckle stops the 
stone from falling out when the next stone is being loaded. 

When the stones are loaded, they are to be “transported” to a place for unloading. Our stone forks have an extra 
large stone container so that you will not have to empty the fork too often.. 

The lower part of the stone container is higher than the horns. This means that when the fork is levelled to load 
the next stone, the lower part of the stone container will not touch the ground, which in turn means that wear 
and consequently also costs will be reduced. 

There are bolted 3-point brackets for all stone fork models. On all K.T.S Stone Forks the front horns are repla-
ceable as welding parts. It lowers your maintenance costs. 

The K.T.S Stone Fork is conical, which makes it easier to empty the fork when loading soil. K.T.S Stone Fork is 
suitable for both front lift and 3-point hitch. K.T.S Stone Fork 2.0 m 
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The market for smaller and skid-steer loaders keeps increa-
sing. For this reason, K.T.S has developed a stone fork with a 
shorter bottom and smaller working width, which is specially 
suited for those machines. 

It is also becoming more common for tractors to be equipped with 
front hydraulics and for tractors to become larger and larger. It 
goes without saying that K.T.S has developed a stone fork for this 
purpose, too. During the development process we have found out 
that the lifting height of the front hydraulics is relatively low. As a 
result of this, we made our largest 2.35 m stone fork shorter at 
the bottom. The obvious reason for this is that it should be 
possible to easily empty the stone fork without the front edge 
touching the ground, thus reducing the tilt angle. In order to cope 
with the load of larger tractors, the stone fork is made of 35 mm 
round bars, these too supplied by Ovako in Smedjebacken. The 
2.35 m model is also suitable for use with tractors, loaders and 
telescopic handlers. 
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 Width 
mm 

Depth 
mm 

Height 
mm 

Volume 
approx. 

with rein-
forcement 

Weight 
kg with 

brackets 

Diameter of 
round bars 

mm 

Light shaft 
between round 

bars 

Distance 
from front to 
centre buckle 

Bolted 
brack-

ets 

3-point bracket 
instead of lo-
ader bracket 

Smaller loaders 
and skid-
steerloaders 

1,200 800 475 0.30 m³ 167 30 80 mm 360 mm Yes Possible 

 1,500 1,000 475 0.47 m³ 232 30 80 mm 380 mm Yes Possible 

 2,000 1,000 475 0.62 m³ 282 30 80 mm 380 mm Yes Possible 

Shorter bottom, 
suitable for front lift 

2,350 850 625 0.81 m³ 409 35 80 mm 360 mm Yes Possible 

K.T.S Stone Forks are adapted for tractors with a front lift. Picture no. 164 clearly shows how the bolted 3-
point bracket is mounted. 

If you want to use the stone fork for any other machine, simply remove the 3-point bracket and fasten anot-
her bracket that fits your front loader, loader, telescopic handler or skid-steer machine. We have over 30 diffe-
rent brackets in stock. 

K.T.S Stone Fork can also be used for digging up stones. 

The buckle stops the stone from falling out when the next stone is being loaded. 

When the stones are loaded, they are to be “transported” to a place for unloading. Our stone forks have an extra 
large stone container so that you will not have to empty the fork too often.. 

Specification Bracket for 3-point hitch, extra equipment 

Three-point attachment, pins mm shaft Category II (2) 28 mm 

Shaft length 825 mm, inside of hydraulic arms 

Pin dimension for lifting rod Category II (2), 25 mm 

Pins for hydraulic arms and lifting rod Yes/standard 

Hydraulic lifting rod for tilting Extra equipment 
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